Magnitude 7 Metals LLC
STACK SAMPLE RESULTS

CARBON BAKE

LINE 3
Run Number 1 POM 12/18/2019 EPA Method # 315
METER VOLUME 186.960 CU.FT.
SQUARE ROOT OF DELTA P 0.337 SQ.ROOT IN. WATER
AVERAGE DELTAH 1246  IN. WATER
METERED GAS TEMPERATURE 614 DEG.F
STATIC PRESSURE IN STACK 0.06 IN.WATER
STACK TEMPERATURE 1444 DEG.F
BAROMETRIC PRESSURE 30.01 IN.Hg
PROBE TIP DIAMETER 0.3318  INCHES
GAS METER CORRECTION FACTOR 0.998
TOTAL SAMPLING TIME 3000 MINUTES
TOTAL WATER COLLECTED 66.6 GRAMS
MOLECULAR WEIGHT 289  LB/LB-MOLE
SAMPLING DUCT AREA 5256  SQ.FT.
MCEM COLLECTED 0.0288 GRAMS
GREEN ANODE MATERIAL USED 601055 LBS./DAY
VOLUME GAS SAMPLED 189.999 SCF
MOISTURE IN STACK GAS 1623 %
VELOCITY OF STACK GAS (ACTUAL) 1215 FT./MIN.
VOLUMETRIC FLOWRATE IN DUCT 55058 SCFM
PERCENT ISOKINETIC - TRAIN TO DUCT 10069 %
POM CONCENTRATION 5352 MG./SCM
POM CONCENTRATION 0.002339  GRAINS/SCF
POM EMISSION 1104  LBS./HR.
GREEN ANODE MATERIAL USED 1252  TON/MHR.
POM EMITTED 0.088 LBS./TON




